
 

Revised 2018-10-17 Prodec TDS: Ext/Int Waterbased Varnish Page 1/2 

 

WOODSHIELD RANGE 
TECHNICAL DATA SHEET 
 

EXTERIOR/INTERIOR 

WATERBASED VARNISH 
 

  

 
 

 

 

 

 

 

 

 

 

 

PRODUCT DESCRIPTION 
 
Prodec Exterior/Interior Waterbased Varnish is a low sheen, waterbased varnish for exterior/interior 

use. It is a water and weather resistant coating for interior and exterior window/door frames/furniture for 
brush application. 

 

PRODUCT FEATURES 
 
• Weather resistant 

• Block resistant 

• Excellent adhesion to properly prepared wooden surfaces 

• Excellent, no mess application properties, with excellent, flow and levelling 

• EnviroSafe (Low VOC): ±40g/L  

 

APPLICATION AREAS 
 
• Properly prepared wooden/timer substrates 

 

SURFACE PREPARATION 
 
• Sand the wooden substrate well, remove all dust with a damp cloth. 
• If the substrate has been previously varnished and the area is sound (no sign of flaking, peeling, 

cracking etc.), sand well. If the surface shows signs of flaking, peeling or cracking, remove the coating 
back to bare wood. 

 

APPLICATION PROCEDURE 
 
• Stir the product well before use. 
• Lightly sand the surface and remove all dust. 
• Use a roller, brush or airless spray to apply the first coat. 
• Allow 4-6 hours drying time before lightly sanding the surface. Again, remove all dust. 
• Apply 2 more generous coats allowing 4-6 hours drying time between coats. 

• Clean up application equipment with soapy water. 
 

GENERAL 
 
• Do not apply before 9am and after 4pm in the winter. 
• 3 coats of Prodec Exterior/Interior Waterbased Varnish are prescribed for best results. 
• The spreading rate will vary depending on the porosity of and type of substrate.  For uncoated new 

work 1 litre will cover 6-8m² for the first coat.  For subsequent coats and for when applied to sealed 

substrates 1 litre will cover 8-10m². 
• Clean up application equipment with soapy water. 

 

COLOUR RANGE AND QUANTITIES 
 
• This product is available in Clear and Tinted colours 
• 1L and 5L 
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PRECAUTIONS 
 
• Ensure there is adequate ventilation during application. 

• Seek medical advice if swallowed. Do not induce vomiting. 

• In case of contact with eyes, rinse with plenty of clean water  

• Keep out of reach of children. 

• Full Material Safety Data Sheet available at www.prodecpaints.co.za 

 

 

 

 
 
 


