
 

 

At Prodec, we are constantly striving to improve the products and services we offer our customers. 

Prodec EnviroSafe products have been available for a number of years but now they have officially 

been approved by the Green Building Council of South Africa (GBCSA) for use on Green Building 

Projects. 

 

Upon joining the Green Building Council, Prodec made a commitment to contribute to the 

transformation of the South African property industry to ensure that all buildings are designed, built 

and operated in an environmentally sustainable way that will allow South Africans to work and live 

in healthy, efficient and productive environments.  

 

How do we comply? 

Prodec EnviroSafe products meet the strict requirements of the GBCSA in terms of the low levels of 

Volatile Organic Compounds (VOC’s).  

 

What Products Comply? 

The Prodec EnviroSafe range covers all of your painting needs. The range includes the following: 

 

Product Description       Area Used  VOC Level*  GBCSA Level 

Prodec Acrysuede (low sheen)   Walls & Ceilings   <10g/L       16g/L 

Prodec Acrymatt (matt acrylic)   Walls & Ceilings   <10g/L       16g/L 

Prodec Premium Matt Acrylic White       Ceilings    <10g/L       14g/L 

Prodec Acryglo (Waterbased Enamel)   Trim (Doors etc.)   10-30g/L       75g/L 

Prodec Waterbased Plaster Primer        Primer     <10g/L       65g/L 

Prodec Super Primer (Multi-substrate Primer)       Primer     <10g/L       65g/L 

Prodec Waterbased Metal/Galvanised        Primer     <10g/L       65g/L 

Primer Red Oxide/Grey 

Prodec Ext/Int Waterbased Varnish  Trim (Doors etc.)      40g/L       75g/L 

 
*The above VOC levels are calculated using methods recommended by the Green Building Council of South Africa and are 

based on values obtained from raw material suppliers. 

 

Should you require any further information, please contact your Prodec Sales Representative. 

 

Regards, 

 

 

Jody Jackson 

Member 


